SPECIFICATION CONTROL DRAWING 


PURCHASE MATERIAL: TP304/TP316 STAINLESS STEEL SEAMLESS PIPE 


SPECIFICATION: 
ASTM A312 / ASME SA312 


PART NUMBER: 
M304P D.DDD W .TTT 
OD 
WALL THICKNESS 


WHERE "D.DDD" = OUTSIDE DIAMETER IN INCHES PER NPS DESIGNATION (REF TABLE 1) 
AND "TTT" = WALL THICKNESS IN INCHES PER PIPE SCHEDULE (REF TABLE 1) 


EG. 3/8 SCHEDULE 40 PIPE = M304P0.675W.091 


TABLE 1: DIMENSIONS OF NPS PIPE (REF ANSI B36.10/191 


NPS 
Designation 
Outside 
Diameter 
(in) 


Pipe Schedule 
Wall Thickness (in) 
SCHEDULE 40 
SCHEDULE 80 


1/8 
0.405 
0.068 
0.095 


1/4 
0.540 
0.088 
0.119 


3/8 
0.675 
0.091 
0.126 


1/2 
0.840 
0.109 
0.147 


3/4 
1.050 
0.113 
0.154 


1 
1.315 
0.133 
0.179 


1-1/4 
1.660 
0.140 
0.191 


1-1/2 
1.900 
0.145 
0.200 


2 
2.375 
0.154 
0.218 


2-1/2 
2.875 
0.203 
0.276 


3 
3.500 
0.216 
0.300 


3-1/2 
4.000 
0.226 
0.318 


4 
4.500 
0.237 
0.337 
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